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Hose Saw Comparison

Bench Mounted

Stand Alone

KCS-TF1/E KCS-TF2/E KCS-TF3/E KCS-TF4/E

Max. Capacity 1-2 Wire 
Braided (in)

1 1/4 2 2 3

Max. Capacity 4 Spiral (in) 1 1/4 2 2 3

Max. Capacity 6 Spiral (in) 1 1 1/2 2 2

Max. Capacity Industrial (in) 2 2 2 1/2 4

Max. Opening (mm / in) 60 / 2.36 75 / 2.95 85 / 3.35 130 / 5.12

Blade Diameter (mm) 250 250 350 400

Power 1.5 HP (110 V) 4.0 HP (230 V) 4.0 HP (230 V) 5.5 HP (230 V)
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KCS-TF2 KCS-TF3 KCS-TF3/PI KCS-TF4 KCS-TF5

Max. Capacity  
1-2 Wire Braided (in)

2 3 3 3 3

Max. Capacity  
4 Spiral (in)

2 2 1/2 2 1/2 2 1/2 2 1/2

Max. Capacity  
6 Spiral (in)

1 1/2 2 2 2 2 1/2

Max. Capacity 
Industrial (in)

2 2 1/2 2 1/2 3 5*

Max. Opening (mm / in) 75 / 2.95 100 / 3.94 100 / 3.94 100 / 3.94 160 / 6.30

Blade Diameter (mm) 250 400 400 400 520

Power 4 HP (110 V) 7.5 HP (230 V) 7.5 HP (230 V) 7.5 HP (230 V) 10.0 HP (230 V)

Powered Foot Pedal No No Yes Yes Yes

Low Smoke Emission No No No Yes Yes

Page Number 53 54 55 56 57

* Dependent on hose type




